Microsoft Internet Explorer 1.5 for Windows NT





Overview





	The purpose of this application note is to facilitate the installation of Microsoft Internet Explorer 1.5 on a WinFrame Server.  This software package will allow WinFrame users to browse HTML documents on the World Wide Web with an Internet connection. 


		Microsoft Internet Explorer 1.5 is a World Wide Web browser for HTML documents on the Internet and on Intranets.  Internet Explorer 1.5 brings Web exploration and FTP capabilities into one integrated package.


 


Requirements





Hardware Requirements


	


Internet connection (Modem, Ethernet Card, ISDN, etc.)





Software Requirements





	Microsoft Internet Explorer 1.5 for Windows NT


	WinFrame Server 1.6 (or later)


	TCP/IP Stack





Installation


	


1.  Open the Command Prompt from the Main Window Group.


2.  At the prompt type:


	CHANGE USER /INSTALL


3.  Exit the Command Prompt.


4.  Install Microsoft Internet Explorer 1.5 as described in the Installation Guide.


5.  After Installation is complete open the Command Prompt from the Main Window          Group.


6.  At the prompt type:


	CHANGE USER /EXECUTE


7.  Exit the Command Prompt





Configuration


	


	To run Microsoft Internet Explorer 1.5 on a WinFrame Server you must install a 32 bit TCP/IP stack.  To install the TCP/IP stack follow the directions below.  





	1.  Open the Main window and select Control Panel.  


2.  From Control Panel select the Network icon.  


	3.  Select the Add Software button.  


4.  Choose the TCP/IP Protocol and Related Components from the list and select OK.  


5.  Restart WinFrame Server.





	For more information on installing the TCP/IP stack consult the WinFrame System Guide.





Troubleshooting


	


Why do I keep getting the following error: The program could not find the address for: ?


Make sure your
